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JKC

JKC

KCZ

KCZ

UC-3B

BASED ON TEST PRESSURE OF 200 P.S.I.

HORIZONTAL RESTRAINT

SIZE

PIPE 

OF BEND

DEGREE

THRUST *

LBS. STATIC ALLOWABLE SOIL BEARING (PSF)

1000 2000 3000   4000 5000 6000 7000 8000

4"

6"

11 1/4

22 1/2

45

90

TEE/PLUG

11 1/4

22 1/2

45

90

TEE/PLUG

616

1,226

2,405

4,444

3,143

1,385

2,758

5,409

9,999

7,068

1 1

1 1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

2

2

2

2 2

2

2

2 2

1 12

33

3

1

2

3

3

3

4

2

5

510

47

REVISIONS

NO. DATE DESCRIPTION

* INCLUDES 1.25 SAFETY FACTOR GENERAL NOTES:

VERTICAL RESTRAINT

(ALL AREAS GIVEN ARE IN SQUARE FEET) (ALL VOLUMES GIVEN ARE IN CUBIC YARDS)**

SIZE

PIPE DEGREE OF BENDRESTRAINING RODS

NO.REQ’D DIA. 11 1/4 22 1/2 45

4"

6"

2

2

1/2"

1/2"

0.25

0.50

0.50

1.0

0.75

1.75

8"

10"

12"

14"

16"

11 1/4°

22 1/2°

45°

90°

11 1/4°

22 1/2°

11 1/4°

11 1/4°

11 1/4°

22 1/2°

22 1/2°

22 1/2°

45°

45°

45°

45°

90°

90°

90°

TEE/PLUG

TEE/PLUG

TEE/PLUG

TEE/PLUG

90°

TEE/PLUG

2,424

4,904

9,619

17,773

12,568

3,846

7,661

15,028

27,768

19,635

5,543

11,032

21,641

39,987

28,274

7,544

15,016

29,455

54,426

38,485

9,854

19,612

38,471

71,085

50,265

1 1 1 1 1 1 1

1 1 1 1 12

2 2 2 2

2

3

35

10

18

13

4

8

15

28

20

6

11

22

40

28

8

15

29

54

38

10

20

38

71

50

2 1 1 1 1 1

5 3

9 6 4 4 3 3 2

1

6 4 3 3 2 2 2

4 3 2 2 2 1 1

1

11

111

2 2

2

2222

22

2222

222

22

3

3

333

3

33

3

33

44

4

3348 5

14 9 7 6 5 4

10 7 5 4 3 3

3

6 3

11

20

14

4

8

15

27

19

5

10

17

36

25

7 5

13

9

5

10

18

13

7

13

24

17

10

7

4

7

14

10

5

10

18

13

8 7 6 5

4456

10 8 7 6

14 12 10 9

8

4

6 5 5

5

7

4456

11

8 6 5

89

8"

10"

12"

14"

16"

2

2

2

4

4

5/8"

3/4"

7/8"

5/8"

3/4"

0.75

1.25

1.75

2.25

3.0

1.50

2.25

3.25

4.50

6.0

3.0

4.50

6.50

8.75

11.50

**INCLUDES 1.50 SAFETY FACTOR

4.  ALLOWABLE SOIL BEARING SHALL BE DETERMINED BY THE ENGINEER.

 (FOR VERTICAL & HORIZONTAL BENDS)

3. CONSULT WITH ENGINEER FOR CONCRETE REQUIREMENTS ON MAINS LARGER THAN 16 INCHES. 

2. CONCRETE SHALL NOT CONTACT BOLTS ENDS OF MECHANICAL JOINT FITTINGS. 

1.  CONCRETE SHALL BE CLASS "B".

SHEET 2 OF 2

PLAN (BENDS) PLAN (TEES)
BENDS  & TEES

 SECTION A-A

PLAN & ELEV. (PLUGS)

HORIZONTAL RESTRAINT

VERTICAL RESTRAINT

W W

h

W

W=1.5h

18"

MIN.

6"

MI
N.

A

A

A

A

6" MIN.

45

ELEV. (BENDS) SECTION B-B

TYP.

 6"

6" TYP.REQUIRED

MORE THAN 2 ARE

FOR RODS OR WHEN 

ALTERNATE LOCATION

RESTRAINING RODS

TRENCH WIDTH

B

B

18" MIN.

B-4761

NO DEFLECTION IN THESE JOINTS

10’

DR - 9 MIN. THICKNESS

CONTRACTOR TO FUSE ON MJ ADAPTER

MEANS

BY APPROVED

RESTRAINED JOINT

M
I
N
.

3
’ 

C
O

V
E

R

ALIGNMENT TO CONNECT TO DIP

10’ HDPE AT 0% GRADE FOR PROPER

CONTRACTOR TO PROVIDE A MINIMUM OF

INVERT TO TOP OF PIPE

CRUSHER RUN FOR FULL PIPE LENGTH FROM 6" BELOW PIPE

BACKFILL DIP WITH SELECT OFFSITE GRANULAR MATERIAL OR

NOT TO SCALE

LAID HORIZONTAL

10" HDPE X 8" DIP TRANSITION DETAIL

10" HDPE DR-9 8" DIP- 3 FULL 18’ JOINTS

10" X 8" MJDI REDUCER (COMPACT C-153 CLASS 350)

THRUST RESTRAINT FOR PIPE LINES 

THRUST RESTRAINT FOR WATER MAINS 

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

 

 

 

 

 

O27661

MEANS

BY APPROVED

RESTRAINED JOINT
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